
Speicherplätze des Fingerscanners

max. 20 Finger
DIP-Schalter S2, Position 1:

OFF = Speicherplätze 1-10
ON   = Speicherplätze 11-20

Speichern
DIP-Schalter S1, Positionen 1-10:

     
OFF = Speichermodus inaktiv
ON   = Speichermodus aktiv

     rote LED = Speicherplatz belegt
     grüne LED blinkt = Speicherplatz frei

Finger langsam über den Scanner ziehen.
Dies muss bis zu 10 mal wiederholt werden.

     grüne LED blinkt = bereit zum Speichern 
bzw. Speicherprozess läuft

rote LED = Finger gespeichert = 
Speicherplatz belegt

DIP-Schalter S1
OFF = Speichermodus deaktivieren

blaue LED = Gerät betriebsbereit

Löschen
Taster S3 = Löschen des ausgewählten 
DIP-Speicherplatzes

Potentialfreier Ausgang

potential-free output

12 V Ausgang

12 V output

optionaler Taster

optional switch

Versorgungsspannung: 
230-240 V / 50 Hz

supply voltage:
230-240 V / 50 Hz

Anschlussplan / Wiring diagramm Programmierung

Finger langsam über 
den Scanner raus ziehen
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Fingerscanner Reader

Art.-Nr./Ref.: 501.F00L.20 Art.-Nr./Ref.: 501.FT0L.20

RD          GN

Fingerscanner light
X0086.57



Memory of the Fingerscanner

max. 20 fingers
DIP-switch S2, position 1:

OFF = memory positions 1-10
ON   = memory positions 11-20

Saving a finger
DIP-switch S1, positions 1-10:

     
OFF = saving mode inactive
ON   = saving mode active

     red LED     = memory position used
     green LED flashes = memory position free

Slide your finger slowly over the scanner.
This must be repeated up to 10 times.
green LED flashes = ready for saving or in 
saving process  

red LED = saving successful = memory
position used

DIP-switch S1
OFF = Dectivate saving mode

blue LED = system ready

Delete
button S3 = delete the selected 
DIP-memory position

Technische Daten / Technical data Programming

Installation des Elektrotüröffners/

Installation of the electric door opener

DIN rechts DIN links

DIN right DIN left
Slide your finger slowly 
out of the scanner

Fingerscanner light
X0086.57


